 International Filter Products

Rewolutionary systems for your industry

PureFlo® Glass Microfiber Filter Capsules

PureFlo Borosilicate Microfiber filter cartridges are
highly retentive filters that have a pleated design
to maximize surface area. The borosilicate
microfiber media in an all-polypropylene
construction provides excellent chemical
compatibility and superior flow per unit area. No
adhesives or surfactants are used in the
manufacturing process. The borosilicate microfiber
is “non-fiber releasing.”

The borosilicate microfiber is ideally-suited for
aggressive microbial retention. In addition, the
media provides superior flow and pressure drop
characteristics per unit area. PureFlo Borosilicate
Microfiber filter cartridges are well-suited for
critical applications where superior flow and
particle retention for deformable and non-
deformable particle removal is required.

Applications

Prefiltration Biologics

Serums Bio-burden reduction
h ical Retention of

Pharmaceuticals deformable particles

Wine Clarification Inks

Food & Beverage Cosmetics

Specifications:
Materials of Construction: Media: Non-Woven Borosilicate Microfiber
(Standard Option) Media Supports: Polypropylene
Cage, Core, End Caps: Polypropylene
O-Rings: Silicone (if applicable)
Sealing: Thermal End Capping
Fitting Connections: See ordering guide for the availability.
(Custom adaptors available upon request)
Nominal Dimensions: Length:  1.5” (38 mm), 2.5" (63 mm), 5" (127 mm),
7.5" (190 mm), and 10" (254 mm)
Diameter: 2.8"” (73 mm)
Effective Filtration Area: 1.5”: 0.70 ft? (480 cm?), 2.5”: 1.3 ft2 (940 cm?), 5.0": 2.6 ft? (1900 cm?),
(Single Layer/PP Construction) 7.5": 4.3 ft? (2800 cm?), 10”: 5.2 ft? (3700 cm?)
Operating Conditions: Maximum Operating Pressure: Liquid: 5.5 bar (80 psi) at 72 °F/22 °C
Gas: 4.1 bar (60 psi) at 72 °F/22 °C
Maximum Forward Differential Pressure:
5 bar (72 psi) at 72 °F/22 °C
Maximum Reverse Differential Pressure:
2.1 bar (44 psi) at 72 °F/22 °C
Minimum Burst Pressure: 8.3 bar (120 psi) at 72 °F/22 °C
Maximum Operating Temperature:
PP & Gamma PP: 176°F/80°C
HDPE: 140°F/60°C
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