
Data is based upon tests performed in a controlled environment. Actual performance can vary depending on operating conditions.
All products are subject to change or may be discontinued any time without notice.

LED STRIP WITH LENS - L2STN

• Available in 2ft, 4ft and 8ft lengths
• 3 500K, 4 000K & 5 000K
• 2 520 – 9 900 lumens
• 120-347V, 120-277V & 347V
• 0-10V dimming
• V-Hooks, mounting brackets and canopy plate for octagonal junction box included in the box
• Surface, suspended or row mounting

Features
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qty  

(master)

24"
68119 L2STN-24LS1-Q/40K PLI0ATDHZOFM 20 120-347 4 000 2 620 131 80+ 162 000 9 000 Yes 0.90 10 6

48"
68120 L2STN-48LS1-Q/40K PL53BVV66EU5 18 120-347 4 000 2 520 140 80+ 162 000 9 000 Yes 0.90 10 6

68121 L2STN-48LS2-Q/35K PLEAUS6XRURS 30 120-347 3 500 3 992 133 80+ 162 000 9 000 Yes 0.90 10 6

68122 L2STN-48LS2-Q/40K PLWQKZG0MZCN 30 120-347 4 000 3 960 132 80+ 162 000 9 000 Yes 0.90 10 6

68123 L2STN-48LS3-Q/40K PL7TPKU3RUVA 35 120-347 4 000 4 585 131 80+ 162 000 9 000 Yes 0.90 10 6

68124 L2STN-48LS4-Q/35K PLRWPCQ6T89B 40 120-347 3 500 5 088 127 80+ 162 000 9 000 Yes 0.90 10 6

68125 L2STN-48LS4-Q/40K PL6K7JWTAC1M 40 120-347 4 000 5 280 132 80+ 162 000 9 000 Yes 0.90 10 6

68126 L2STN-48LS4-Q/50K PLNEU0LWS4EY 40 120-347 5 000 5 320 133 80+ 162 000 9 000 Yes 0.90 10 6

96"
68127 L2STN-96LS1-Q/35K PLK4L4CCS2LN 65 120-347 3 500 8 076 124 80+ 162 000 9 000 Yes 0.90 10 1

68128 L2STN-96LS1-Q/40K PL3LU2HFLPQI 65 120-347 4 000 8 515 131 80+ 162 000 9 000 Yes 0.90 10 1

68129 L2STN-96LS1-Q/50K PL1LG7LQEZWC 65 120-347 5 000 8 580 132 80+ 162 000 9 000 Yes 0.90 10 1

68130 L2STN-96LS2-H/35K PLDN73W1YN1V 75 347 3 500 9 750 130 80+ 162 000 9 000 Yes 0.90 10 1

68131 L2STN-96LS2-H/40K PLF6FFXGFDNL 75 347 4 000 9 825 131 80+ 162 000 9 000 Yes 0.90 10 1

68132 L2STN-96LS2-H/50K PLXEGNTPOYV3 75 347 5 000 9 900 132 80+ 162 000 9 000 Yes 0.90 10 1

68133 L2STN-96LS2-W/35K PL92RHE5UI0J 75 120-277 3 500 9 750 130 80+ 162 000 9 000 Yes 0.90 10 1

68134 L2STN-96LS2-W/40K PLM5R034QEPG 75 120-277 4 000 9 825 131 80+ 162 000 9 000 Yes 0.90 10 1

68135 L2STN-96LS2-W/50K PLA6BU1U21OR 75 120-277 5 000 9 900 132 80+ 162 000 9 000 Yes 0.90 10 1
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Led Strip With Lens - L2STN

These high quality luminaires are equipped with a frosted lens that diffuses the light comfortably. 
The L2STN Series is a great option for retrofitting your traditional fluorescent linear luminaires to 
balance performance, aesthetics, and cost.

ACCESSORIES (order separately)

Part number Type

BKT347 Suspension kit - 2 chains (1 metre)
BKT813 Continuous row mounting aligner for suspended installation
LEN376-2 Replacement lens 24"
LEN376-4 Replacement lens 48"
LEN376-8 Replacement lens 96"
WGD076-2-H   Wireguard kit 24"
68622 Wireguard kit 48"
WGD076-8-H Wireguard kit 96"

• V-Hooks, mounting brackets and 
canopy plate included in the box

• Contoured Frosted 
PMMA Diffuser

• Multiple knockouts 
for easy installation

DIMENSIONS

48"

     技术要求

1.表面经喷塑处理，(热固性粉末涂料)塑粉:JA01WZ(白高光）。

2.制件表面应光洁，无缺料,折弯处无层面裂纹，无喷塑脱落等现象。

3.喷涂的颜色与选定的样板或色板一致，目测无明显色差。

4.未标注R均为制造工艺R0.5。

5.未标注公差，参照未标注公差表。

设 计

制图

校对

审核

产品名称

料号

材料

数量 单位
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尺寸分段 长度公差 尺寸分段 角度公差
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±0.3
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±0.8

±1.2

±1°30′

±1°

±30′
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±10′
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＞120-400
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＞1000-2000
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Kang
江苏恒太照明有限公司

1
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     技术要求

1.表面经喷塑处理，(热固性粉末涂料)塑粉:JA01WZ(白高光）。

2.制件表面应光洁，无缺料,折弯处无层面裂纹，无喷塑脱落等现象。

3.喷涂的颜色与选定的样板或色板一致，目测无明显色差。

4.未标注R均为制造工艺R0.5。

5.未标注公差，参照未标注公差表。

设 计

制图

校对

审核

产品名称

料号

材料

数量 单位
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mm

尺寸分段 长度公差 尺寸分段 角度公差

＞6-30 ±0.2

±0.3

±0.5

±0.8

±1.2

±1°30′

±1°

±30′

±20′

±10′
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江苏恒太照明有限公司

1
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94.17" (2 392 mm)

94.17" (2 392 mm)

3.35" (85 mm)

3.57" (90.8 mm)

3.56" (90.4 mm)

24"

     技术要求

1.表面经喷塑处理，(热固性粉末涂料)塑粉:JA01WZ(白高光）。

2.制件表面应光洁，无缺料,折弯处无层面裂纹，无喷塑脱落等现象。

3.喷涂的颜色与选定的样板或色板一致，目测无明显色差。

4.未标注R均为制造工艺R0.5。

5.未标注公差，参照未标注公差表。

设 计

制图

校对

审核

产品名称

料号

材料

数量 单位
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mm

尺寸分段 长度公差 尺寸分段 角度公差

＞6-30 ±0.2

±0.3

±0.5

±0.8

±1.2

±1°30′

±1°

±30′

±20′

±10′

＞30-120

＞120-400

＞400-1000

＞1000-2000

-10
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＞400

未标注公差表
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Kang
江苏恒太照明有限公司

1

ETLSN-N-2FT 总装图Wang

Yang
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22.20" (564 mm)
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