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NOTES:

1.0 MATERIAL:316L SS WETTED SURFACES

2.0 WORK VOLUME: 200 L [52.8 GALLONS]

3.0 THE DRAIN PORT: 1.5" TRI-CLAMP

4.0 THE PROCESS VESSEL MUST BE JACKETED ON 

      THE OUTSIDE, JACKET MATERIAL: 304 SS

5.0 THE JACKETED TANK MUST BE INSULATED WITH 

 ARMAFLEX HT AND ENCLOSED WITH LAYER 304 SS 

      CLADDING.

6.0 INTERNAL WETTED SURFACES ARE 16 RA FINISH;

 EXTERNAL EXPOSED SURFACES ARE 20 RA FINISHED.

7.0 ALL SURFACES ARE TO BE ELECTRO-POLISHED 

      AND PASSIVATED.

8.0 GASKET MATERIAL: EPDM

9.0 THE WORKING DESIGN PRESSURE IS 100 PSI [6.8 BAR] 

      @ 250°F [121°C]

10.0 JACKET HAS BAFFLES TO ENSURE FLUID CIRCULATES 

       EVENLY AROUND THE PROCESS FLUID VESSEL.

11.0 THE JACKET FLUID IS REFRIGERATION COOLANT, 

       INLET/OUTLET PORT: 3/4" NPT

12.0 THE JACKET DESIGN PRESSURE IS 

       100 PSI @ 250 °F [121 °C]

13.0 TOP COVER PORTS: 

 THREE 1.5" TRI-CLAMP 

 ONE 3" TRI CLAMP 

       ONE 4" TRI-CLAMP

14.0 FOUR LEGS ARE WELDED FOR SUPPORT W/CASTERS.

15.0 THE VESSEL IS DESIGNED TO BE STEAM STERILIZED 

 AT 126 C FOR 60 MINUTES MAXIMUM OF 25 CYCLES 

 BEFORE SEAL CHANGE.
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3" TC PORT

OPTIONAL FOR:

• MIXER

• POWDER PORT

4"  SWIVEL CASTERS 

3/4" FNPT INLET

JACKET PORT

3/4" FNPT OUTLET

JACKET PORT

LIFTING HANDLES

1.5" TC PORT

OPTIONAL FOR: 

• GAUGE

• PH PROBE

1.5" TC PORT

OPTIONAL FOR: 

• GAUGE

• PH PROBE

4" TC PORT

OPTIONAL FOR:

• MIXER

• POWDER PORT

1.5" TC DRAIN PORT
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